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Symbol 1700/1800
Compatible Battery

(Not Included)

Connect the DB-9 pin
female connector

to the DB-9 pin male connector
on the SER1/SER2 ports

on the back of your computer

Plug the RJ-45 connector
into the Serial Jack on
the rear of the cradle

Standard desktop or laptop computer
with at least one male DB-9 pin connector.

(Not Included)

the rear of the cradle

Standard Wall 
Outlet with

RJ-11 Telephone Jack

Standard Analog Single-Line Telephone

(Not Included)

If you plan to share the
analog telephone for voice calls

connect the RJ-11 end of the 
telephone cord that used to be
in the Standard Wall Outlet into
the Line Out Jack on the cradle.

Plug one end of the
 RJ-11 Telephone

Cord into a Standard 
Analog Wall Outlet

and plug the other end into 
the Line In Jack

on the rear of the cradle.

Plug the US Standard
110V power connector

into a grounded wall outlet

Connect the barrel
end of the power
adapter into the
9VDC jack on the
rear of the cradle

Use the power adapter
supplied with your
Symbol terminal.

If you need another
power adapter, contact Mobility.

U.S. users may use the 
Mobility Power Adapter

PN 170182-002
(for US Standard 110V use only)
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 When everything is connected and plugged in, you are ready 
to get started. 

 
Slide the Modem/Serial switch to the Modem side (left side) if 
you want to HotSync through the built-in modem. 

 
Slide the Modem/Serial switch to the Serial side (right side) if 
you want to HotSync over the serial connection with your 
computer. 

 
Press the HotSync button to start HotSync operations when the 
terminal is properly seated in the cradle and the Modem/Serial 
switch is in the correct position. 

 

Getting Started

Serial/Modem Sync Charging Cradle 

RJ-45 to DB-9 Cable 

RJ-11 to RJ-11 Cord 
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 Connect the POWER 

 
Connect the barrel plug of the power adapter into the 9VDC jack on the rear side of the 
cradle. 

 
Plug the U.S. Standard 110V plug into a standard 110V grounded wall outlet. 

 Connect the SERIAL cable (HotSync with your computer) 

 
Connect the RJ-45 connector to the RJ-45 Serial port on the rear side of the cradle. 

 
Connect the DB-9 pin connector to one of the computer’s 9-pin (SER1 or SER2) serial ports 
on the rear side of the computer. 

 Connect the MODEM cable (HotSync with remote locations) 

 
Plug one RJ-11 end of the telephone cable into the Line-In jack on the rear of the cradle. 

 
Plug the other RJ-11 connector into a RJ-11 standard analog telephone wall outlet. 

 
If you plan to share this telephone line for voice calls, insert one RJ-11 end of another 
telephone cable into the Line-Out jack on the rear of the cradle. (Be sure  that you use an 
analog telephone cable.) 

 
The other end should be connected to the Line-In jack on your telephone.  

 Charge the TERMINAL 

 
To recharge your Symbol 1700/1800 HandHeld computer, simply place it into the cradle. 
The Terminal Battery Charge LED will turn red while charging and change to green when 
fully charged (approximately 3 hrs.) 

 Charge a SPARE BATTERY 

 To recharge a spare Symbol 1700/1800 compatible battery, simply place the battery into 
the top slot of the cradle. The Spare Battery Charge LED will turn red while charging and 
change to green when fully charged (approximately 3 hrs.) 
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Visit www.invisioncradles.com to register your PS6S1800M or download the User’s Guide.


